
Mercedes-Benz Sprinter 4x4 with 
Oberaigner all-wheel drive system



Technical data

Drive
Permanent all-wheel drive with longitudinal compensation; latest generation 4ETS 

electronic traction system; Downhill Speed Regulation DSR (only for Euro VI+9G-Tronic)

Type Panel van/chassis single cab/chassis crew cab

Wheelbases
A2 (MB-Code IR4): 3665 mm

A3 (MB-Code IR6)/A4 (MB-Code IR7): 4325 mm

Tank capacity 93 Liter (MB-Code KB7)

Engine OM 654

Engine-Transmission Ver-
sions

Euro III (MB-Code MS3) + 115 kW (156 PS) (MB-Code M5R) +
6-speed manual transmission (MB code GD8)

Euro VI (MB-Code MP6) + 140 kW (190 PS) (MB-Code MU6) +
9G-Tronic (MB-Code G43)

Euro VI (MB-Code MP6) + 125 kW (170 PS) (MB-Code MU5) +
9G-Tronic (MB-Code G43)

Euro VI (MB-Code MP6) + 110 kW (150 PS) (MB-Code MU3)+
9G-Tronic (MB-Code G43)

Permissible
Weight

3500 kg
(MB-Code IT4)

3880-4100 kg
(MB-Code IT9)

5000 kg (MB-Code IT5)

Permissible front axle load 1860 kg 2000 kg 2000 kg

Permissible rear axle load 2250 kg 2430 kg 3500 kg

Tire Dimensions

Single tyres
Single Tyres

(Super Single)
Twin tyres

225/75R16  
(MB-Code RG8)

225/75R16 
(MB-Code RG8) 

245/75R16
(available with 

conversion)

Front 245/75R16  
Rear 285/65R16

(MB-Code R9X for A2) 
(MB-Code R9A for A3/A4)

205/75R16
(MB-Code RG3)

Height increase
Rear axle

90 mm 70 mm

Height increase
Front axle 120 mm

Additional weight due to 
all-wheel drive approx. 130 kg (80 % front axle, 20 % rear axle)

Wading depth approx. 600 mm (standard tyres)

Turning circle Wheelbase 3665 mm: approx. 14 m, wheelbase 4325 mm: approx. 16.1 m

Additional information: For a complete list of codes and further information please contact our sales team. Depending on the 
vehicle type, the specifications for the codes vary.. 
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